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4 Physical Controller Instruction

4.Physical Controller Instruction

Physical controller is an alternative method for controlling Yarbo. This
section aims to provide basic instructions for operating the Yarbo using
the physical controller.

4.1 Connecting Yarbo Controller

4.1.2 Connecting physical controller to Yarbo

Before proceeding, ensure that Yarbo is powered Make sure the slide switch is slid to the right
on. A solid white light on the Yarbo (shown on side.

following figure) indicates that Yarbo is powered
on and ready for the controller setup.

Short press the Yarbo Logo Button to power on Observe the LED light on the top of Yarbo

the physical controller. Controller. If the yellow light is on steadily, it
indicates that the physical controller has been
successfully connected.
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To gain the authority of physical controller, hold the
Switch button for 2-3s to gain the authority.

Once Yarbo gains authority, you can control the
yarbo now.

4.1.3 Connecting physical controller to mobile phone

Make sure that the slide switch is slid to the left Press for one second to pair the controller with

side. the phone if the controller is on. Press and hold
for about 5 seconds to start and pair the
controller with the phone if the controller is off.

& Sattings Blustooth
Bletocth O
APP Controller X0
Mi fir2 SE Mct Cennected ()
Open the phone setting page and turn on Observe the LED light on the top of Yarbo
Bluetooth. Click the 'APP Controller’ to pair the Controller. If the left yellow light is on steadily, it
Yarbo physical controller. indicates that connected with the phone.
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4.2 Yarbo Controller Holder Installation Guide

We offer an additional controller holder for our users, allowing them to
conveniently place their mobile phones on the holder to see the camera
view on-time.

Locate the Physical Controller Holder provided in Locate the shafts and holes and press the

the Yarbo Core package and locate the side buttons on both sides of the Holder, and then
button on the Holder. press the middle part as shown in the picture.

B Never place the controller in the reach of children.
B Never allow unauthorized nor untrained persons to use the controller.
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/\ CAUTION

B DO NOT expose the controller to freezing temperatures for an extended duration.

B DO NOT spill water or snow on the surface of the controller. If any water or snow comes into contact
with the controller, wipe it immediately.

A\ NOTICE

B Please note that any damage or malfunction caused by or misuse of the controller will not be covered
by the warranty.

Yarbo Logo Button:

This button power on the controller. To power on the controller, press and
hold the Logo button for 1-2 seconds. For powering off, long press the
logo buttons for 3 seconds.

Battery Level

Press the Battery Indicator Button (refer to the picture on the next page)
to check the battery level of the controller. The four LED lights on the top
of the controller indicate the battery status.

Light 1 stays on indicates battery level is 1%-25%.

Lights 1and 2 stay on indicates battery level is 26%-50%.

Lights 1, 2, and 3 stay on indicates battery level is 51%-75%.

All lights (1, 2, 3, and 4) stay on indicates handle battery level is 76%-100%
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Battery Indicator Controller Light
Button Button
RB
Safety Button
LT RT
Cutting Disc On/Off Cutting Disc On/Off

L3 Button
Driving Speed Setting

Left Joystick
Driving Direction

@‘ _
®®® \ —

Lights Control Button
@ A//)? \ ¥/A Button
i Lawn Mower Pitch
o /A o
- ) Right Joystick
9 //(l \ Driving Direction

N\

D-pad Up & Down Button
Cutting Disc Height

R3

\j Driving Speed Setting
Select Button Start Button
Control Take Over Exit Error Status

Button Introduction:
Yarbo Logo Button:

Logo button can be used to power on or off the controller. To power on
the controller, short press the Logo button for 1second. To power off,
press the Logo buttons for 3 seconds. If the controller is not in use, it
will automatically power off after 5 minutes.

Switch & Clear Button:

Long press the switch or clear button for seconds to take over the control
authority. Once the physical controller gains authority, the users can
operate the lawn mower.

Short press the switch or clear button to exit the error mode. When Yarbo
encounters the dangers or stuck by any obstacles, it will stop and enters
the error mode. After the dangers are cleared, pressed the start or clear
button to exit the erorr mode.
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RB (Safety button):

RB are designed as safety button, which means that one of the
buttons shoule be pressed throughout most of the operation that may
cause dangerous result. Except for the X/A/B/Y buttons and D-pads,
the rest of the function buttons must be pressed with the safety button
to execute their own functions.

Left Joystick and Right Joystick:

These two joysticks control the direction of movement and speed of the
robot. Press the safety button (RB) and rotate the stick around to control
Yarbo's movement in any direction. Press the left and right stick vertically
down to switch between two-speed settings (L3, R3 button).

LT + RT button:

Keep the safety button pressed (RB) and long press the LT+RT buttons
2 to 3 seconds to open the cutting disc.

B Always ensure that the surrounding environment is safe for cuttiing disc operations. Make sure
you are at least 17 feet away from Yarbo before you turn on the cutting disc.
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B To toggle the auger speed, the auger must be turned on first, which means that this button is not
functioning when the auger is not in operation.

Directional Pad (D-pad):

Press the up and down button to control the cutting dics height.

Y Button:

This button controls the lawn mower module to pitch up. Press and hold
the button to continuously pitch up the lawn mower module until it
reaches the highest position. Release the button to stop at the current
angle.

A Button:

This button controls the lawn mower module to pitch down.Press and
hold the button to continuously pitch down the Lawn Mower Module until
it reaches the lowest position. Release the button to stop at the current
angle.

B Button:

Press this button to turn on and off the front lights (default setting is on).

X Button:

Press this button to turn on and off all the lights(default setting is on)

37



SNOW BLOWER User Manual

4 Physical Controller Instruction

4.3 LED Indicator Description

Yarbo connecting mode
LED Indicator

Two lights steady on

Two lights flash slowly

Two lights flash rapidly

Phone connecting mode
LED Indicator

One light steady on

One light flash slowly

One light

Additional Notes

Description

Controller and the Yarbo are connected successfully

Controller is connecting to the Yarbo

Initiate the pairing of the Controller with the Yarbo

Description

App and Controller are connected successfully

The Controller is connecting to the App

Initiating the pairing of the controller with the App

Four lights flash during the charging process till fully charged.

Two flash lights indicate the battery level is low during use.
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5.Charging

5.1 Charging Yarbo With Wired Charger

e To begin charging Yarbo, plug the wired charger into an electrical
outlet, and then connect it to the charging port located at the rear of
Yarbo.

B Inspect the charging cable for any signs of damage or fraying. A damaged cable should be replaced to
ensure safe and efficient charging. Also, please ensure that the connectors are clean and free from
debris or dirt, as this can affect the charging process.

B When connecting the charger to Yarbo, please ensure a secure and snug connection. A loose
connection may result in slow or interrupted charging. Double-check that the charger is firmly plugged
into both Yarbo and the power source.

B Please ensure that the wired charger you are using is compatible with Yarbo. Check the charger's
specifications and ensure it provides the appropriate voltage and current for charging Yarbo. Wrong
voltage setting will damage the wired charger and Yarbo's battery pack, may lead to fire and
explosion.
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5.2 Charging Yarbo with Docking Station

Autonomous Recharge

e Before using autonomous recharge, you need to:

(® Make sure you have already set up a map for Yarbo.
@ Yarbo is located within your area.
® Make sure the RTK Signal is strong.

e Normally, Yarbo will automatically return to charge when it detects low
battery level (<20%). You can also manually send Yarbo to the docking
station to recharge by:

Tapping the "Recharge” button on the Yarbo app's virtual controller page
Or
Tapping the "Recharge” button on the Yarbo app’s automonous plan page.

@O Once the Yarbois placed at the center of the docking station, automatic charging will
commence without user intervention for 5 minutes.

@ click the Charge button on the APP home page if you want Yarbo initiate the charging
process rightnow.

Manual Recharge

e Use the physical/virtual controller, manually drive Yarbo onto the
docking station. Ensure that the Yarbo is positioned directly at the
center of the docking station and parked in the correct orientation.
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Maintenance Video

6.Maintenace Guide

6.1 Before Conducting Any Maintenance

B Please ensure that you do not wear open-toed shoes or go barefoot when performing the following
maintenance tasks.

B Always use appropriate Personal Protective Equipment (PPE). Wear protfective gloves and goggles
whenever performing maintenance tasks or when needed.

B Ensure that Yarbo is switched OFF and disconnects the battery when performing the following
maintenance tasks.

Disconnecting Battery from Yarbo

@ Press the Emergency Stop Button.

@ confirm that Yarbo is turned off by checking if all the lights are switched off. Unscrew
the bolts on the side of the battery cover.

® Remove the battery cover and unplug the cable connecting Yarbo and battery pack.

@ Remove the battery pack and safely secure it.
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6.2 Cleaning Yarbo Core

Please avoid using solvents or large amount of liquid on plastic compo-
nents, as commercial solvents can potentially harm the appearance
and integrity of your Yarbo. Instead, use a clean and gentle cloth or a
brush to remove debris, mud, and other particles. Please avoid using the
high-pressure water hose or any high pressure cleaning methods to
clean the yarbo core.

B This statement advises that if a camera used for obstacle avoidance is covered, dirty, or unclear, it
may lead to confusion about the visual algorithms that rely on these cameras. It suggests cleaning
the cameras with a soft cloth to ensure they are clear and functioning properly.

W Ensure that the power socket does not come into contact with anything wet.

42



LAWN MOWER User Manual

6. Maintenance Guide

6.3 Installing Tow Hitch

Remove the rear cover. Locate the tow hitch provided in the
package. Align the connection part of
the tow hitch to the mount.

Slide the tow hitch down to the bottom Locate the tow hitch screw provided in

of the mount. the package and tighten the tow hitch
by screwing the bolt. Ensure that the
bolt is securely fastened to prevent any
loosening while towing.
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6.4 Replacing Cutting Blade

—
.

Detach the lawn mower module from Yarbo Core.

2. Raise the lawn mower module from the side and place it on the Vertical
Stand for Module, please refer to the picture shown before.

3. Unscrew the Cutting Blades Bolts using Phillips-Head Screwdriver provided in
the lawn mower module box Box content.

4. Installthe new blades by tightening the cutting blade bolts.

A\ NOTICE

W [t is recommended to replace all cutting blades simultaneously if the mowing results are not as
satisfactory as before.

B The blades are advised to be replaced every three months. However, in the case of thick grass or
more frequent use, blade replacements may be needed more often.

B Stabilize the blade disc when fastening the cutting blade bolts.

B Ensure the safety of individuals by taking necessary precautions, such as wearing gloves, while
performing this procedure.
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6.5 Applying Grease on the Tracks

It is crucial to apply grease regularly on the tracks to maintain smooth
rotation of the drive wheel and road wheels. This is especially important
during the machine’s first year of use. Over time, grease may degrade
and diminish, making regular refills essential. We advise applying grease
every two weeks throughout the snow season. While various grease types
are suitable, we recommend opting for high-vacuum grease for optimal
performance. Below are the situations when immediate application of
grease is needed.

® Motion Hampered: When you sense that your Yarbo has not been greased for a while and its motion
might be hampered due to this.

@® Noisy Operation: Unusual noise coming from the fracks indicates possible friction or wear. Applying
grease can help reduce this noise by lubricating the moving parts and reducing friction.

® Track Disengagement: If you nofice the track becoming detached from the main body during
inspection, it could be due fo inadequate lubrication. Greasing the tracks can help maintain a secure
connection between the tracks and the main body of the machine.

A\ NOTICE

B The presence of debris or mud on the rubber tracks can negatively impact Yarbo's driving perfor-
mance. To maintain optimal performance, make sure to clean debris and mud from the rubber tracks
on a regular basis.
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6.6 Updating Firmware

Ensuring optimal performance of Yarbo at the hardware level is crucial,
but it's equally vital to maintain the firmware up-to-date. Regular
firmware updates notification will be made available through the Yarbo
App. We highly recommend utilizing the built-in Over-The-Air (OTA)
technology within the Yarbo App to update the firmware as soon as new
versions are released. These updates consistently enhance the
capabilities of the product.

Before proceeding to update firmware, please ensure that thefollowing
conditions are met:

® Intalling Anti-slip StudsThe battery level is at least 30%.

@ Yarbo is connected to the internet.

® No working schedules are active within the next hour to prevent interruptions during the
update process.

6.7 Keeping Battery at its Best Performance

Extended periods of inactivity can significantly diminish the performance
of the battery pack. To minimize this degradation, it's important not to
leave the battery pack inactive for more than three months. Lithium-ion
battery packs experience slight self-discharge over time. Charging the
battery pack for at least 15 minutes once every three months will suffice
to maintain its activity level.

A\ NOTICE

B The battery pack lifespan is influenced by operation frequency and total working hours. If the
operating time per full charge noticeably decreases, it might be the time to consider replacing
the battery pack.

46



LAWN MOWER User Manual

7. Specification

7.Specification

7.1 Yarbo Core

Iltem

Dimensions, length*width*height
Weight, without battery pack
Weight, with battery pack
Operational Temperature
Towing Ability

Module Pitching Angle

Internet Access Technology
Navigation Technology
Charging Technology

Obstacle Avoidance Technology

Value

27%22*20in/675*566*512mm
123.51bs/56kg

145.5lbs/66kg

-13°F to 113°F/-25°C to 45°C

GTW up to 3500lbs/1600kg

0° to 18°

WI-Fl, WI-FI-HaLow, 4G

RTK-GPS, Computer Vision, Sensors
Wired, Wireless

Computer Vision by cameras
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7.2 Yarbo Lawn mower Module

48

Iltem

Dimensions, length*width*height

Weight

Operational Temperature

Number of Mowing Disc

Number of Mowing Blade(Each Disc)

Noise level/db

Threshold capability/cm

Maximum Climbing Capability, Slope Degree
Mowing coverage / ot

Cutting Width

Cutting Height

7. Specification

Value

27*29*16in/691*745*406mm
30.9kg

-13°F to 113°F / -25°C to 45°C

60db

5cm

35°

25000 (twice a week)
20in [ 50cm

1.2-4in [ 30-102mm
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7.3 Yarbo Docking Station

Item

Dimensions, length*width*height
IP Rating

Operational Temperature

Charging Technology

Charging Voltage

Installation Requirement

Value

25*36*3in/640*910*76mm
P67
-13°F to 113°F/-25°C to 45°C

Wireless Charging through embedded coils
No exposed contacts. Fully autonomous

42V

Level surface
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7.4 Yarbo Battery
Item Value
Dimensions, length*width*height 7*6*10in /[ 178*152*248mm
Weight, without battery pack 225lbs / 10kg
Nominal Voltage 36V
Nominal Capacity 38.4Ah
Operational Temperature -13°F to 113°F [ -25°C to 45°C

Over-heating, short circuit, over-current and
Battery Management System (BMS) over-charge protection
Charging Time (0 to 100% SOC, wireless

charging using Yarbo Docking Station) About 3 hours

Charging Time (30% to 80% SOC, wireless

charging using Yarbo Docking Station) About | hour and 15 minutes

Charging Time (0 to 100% SOC, usm% About 5 hours

Wired Charger)using Wired Charger

Chargln? Time (30% to 80% SOC, using Wired About 2 hours and 20 minutes

Charger

Battery Chemistry NCM Li-ion
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8.Limited Warranty

8.1 Residential Warranty Coverage

Lawn Mower Module

Item Parts

Cutting Height Adjusting Motor
Motor system
Cutting Motor

Camera
Vision System Rain Sensor
Ultrasonic Radar
Shell
Cutting Disc
Consumables

Cutting Blade

Caster Wheel

Warranty Period

2 Years

2 Years

1Year

No Warranty
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Core

Item

Motor system

Power System

Electric Control
System

Vision System

Consumables

52

Parts

Linear Actuator
Driving Motor

Lithium-ion Battery
Power Adapter
Docking Station
RTK System
Motherboard
Camera

Shell

Tracks

8. Limited Warranty

Warranty Period

2 Years

2 Years

2 Years

2 Years
1 Year

No Warranty
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8.2 General Statement

1. Yarbo Inc. shall not be liable for compensation if it can prove one of the following
circumstances:

(® The product has not been put into circulation;

@ When the product is put info circulation, the defect causing damage does not yet exist;

@ When the product is put info circulation, the scientific and technological level cannot yet detect the
existence of defects.

2.The warranty service is valid from the date of product delivery. When requesting
after-sales service, our authorized service dealer may require the original invoice
or receipt containing relevant information. In the absence of proof of purchase,
the warranty period will commence based on the product's manufacturing date.

3. This warranty applies exclusively to original purchasers. Replacements do not
initiate a new warranty; the original warranty remains valid from the initial deliv-
ery date. It's important to note that you may be responsible for covering the
delivery costs associated with return, repair, or replacement of the product.

4.Yarbo will perform a diagnostic assessment on the returned product. If the de-
fective product aligns with our limited warranty policy, Yarbo will cover the cost
of repair or replacement. However, you may be responsible for the associated
delivery charges.

5.Yarbo assumes no liability for any direct or indirect consequences arising from
any cause, including but not limited to loss of use or loss of profits.

6.Please be mindful that any damage resulting from inappropriate packaging, other
than the standard Yarbo packaging, is the sole responsibility of the customer. If
you no longer have the original packaging, you must obtain suitable packaging or
consult Yarbo's technicians for proper packaging guidance.
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Repair and Warranty Services:

We have established a global after-sales service team, supported by local service
partners, to ensure prompt and efficient service for all our users worldwide. Our
comprehensive support includes a dedicated call center and local repair centers in
key markets.

To request a repair service, please send your request to support@yarbo.com or
contact us at +1(888)-550-6809.

If your product is still within the free warranty period and meets the criteria for a
warranty repair, the service will be provided at no charge. If your product does
not qualify for free warranty repair, standard repair fees may apply.
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8.3 Warranty Forfeiture

The warranty may be forfeited under the following circumstances:

Failure to adhere to the operating or maintenance guidelines outlined in the User
Manual.

. Neglecting to perform the prescribed battery and product maintenance

procedures.
Modification or repair conducted by an unauthorized service provider.

. Damages resulting from forced operation with aged or deteriorated components.
. Damages or product malfunctions arising from the misuse of unauthorized

components or accessories.

. Damages caused by non-defective factors, including but not limited to crashes or

collisions. Additionally, damages caused by manually operating
the product with a low-charged or defective battery, or tampering with the
seals and labels on the product.

7. Components subject to normal wear and tear, such as the auger, rubber track,

belt, or other parts subjected to typical usage, are not covered by warranty. For
the purchase of these items, refer to our website at www.yarbo.com/pages/con-
tact-us or connect with an authorized service dealer.

8. Warranty coverage does not extend to products used for commercial purposes.

Commercial use includes instances where the product is employed in institutions,
rented out, or utilized at multiple locations.
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www.ydrbo.com

For Privacy Policy. please visit:
https://www.yarbo.com/legal/privacy-policy

Please note, the User Manual may be updated based on the changes
in production. product specification, included contents and so on.

For the latest version of the User Manual, please visit:
https://www.yarbo.com/support

Refer to Friends Share Your
& Get Rewards Yarbo Journey

Q, +1(888)550-6809

& support@yarbo.com

Join Yarbo
Exclusive Community

Fh 1951 Ocean Avenue, Unit 3, Ronkonkoma, NY 11779 United States
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